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GENERAL NOTES:
SIGNS IN NEW DEVELOPMENTS/SUBDIVISIONS ARE TO ACCORD WITH MSC-047 WITH ANY SUBSTITUTIONS REQUIRED BY THIS DRAWING

1. GALVANISED STEEL TUBE USED FOR SIGN POSTS TO BE MADE FROM 50mm NB C350 GRADE STEEL WITH 2.3mm WALL THICKNESS FOR SIGNS OF
AREA UP TO 0.8m.sq AND HEIGHT UP TO 2.2m. SIGNS WITH A GREATER AREA THAN 0.8m.sq TO HAVE POSTS WITH 2.9mm WALL THICKNESS.

2. FOOTING DEPTHS MAY NEED TO BE INCREASED IN SOFT GROUND TO ENSURE POST STABILITY. REFER TO TABLE 6.1 IN THE VICROADS TRAFFIC
ENGINEERING MANUAL VOLUME 2 - SIGNS AND MARKINGS.

3. INSITU CONCRETE TO BE 20MPa STRENGTH GRADE COMPLYING WITH THE REQUIREMENTS OF AS 1379.

4. SIGNS WITH LARGE SURFACE AREAS MAY REQUIRE SPECIAL FOOTING CONFIGURATIONS.

5. ALL POSTS SHALL BE BRACED WITH NUT AND BOLT AS WELL AS A ROADSIDE WEDGE, OR GIBB KEY.

6. WARNING SIGNS TO BE BRACED WITH "TRIBOLAR BOLT" ANTI VANDAL/THEFT BOLT (PRODUCT CODE TD-AVB). STREET SIGNS TO BE FITTED WITH
ONE (PREFERABLY TWO) 'ANTI VANDAL' NUT AND BOLT SET.

7. WHERE POSSIBLE THE TOP OF POST SHALL NOT EXTEND PAST THE SIGN.

8. FOR LOCATION OF SIGNS REFER TO SECTION 5 IN VICROADS TRAFFIC ENGINEERING MANUAL VOLUME 2 - SIGNS AND MARKINGS.
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