Stay Stay
409 G.W.l. pipe 409 G.W.l. pipe
on gate & on gate &
end posts. end posts.
600
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BACK S

Barbed selvedge
top and bottom.

Tension wire — 2 strands
of 3.158mm galv wires.

Strainer post — 50¢6mm G.W.I.

Barbed wires — 3No
1.66mm galvanised
twisted wires.

Turn buckle.

50 max

Intermediate post Refer detail. or 4.0086mm single strand.
409 G.W.l. pipe helical wire.
Corner or end posts Strut
508 G.W.l. pipe 408 G.W.I. pipe pipe shall be braced in two
gate posts ™~ fixed \;vit’h. directions at not more than
80¢ G.W.l. pipe S . 120m intervals on straights.
pIpe o split tees.
| |
2 4 /e
| ! /
OPTIONAL & NP2
HEIGHTS
1800
2100 v
2600 Y race Brace

STRAIGHT GATE POST ¢ CRANKED GATE POST ¢ Standard 50-3.15¢mm — 1800
AY DETAILS BACK STAY DETAILS post holes. wide chain mesh
Refer detail 330 or approved alternative.
below. }<—mox>{ o | —
3300 max | 3300 max
Single Strainer Assembly Double Strainer Assembly
Slope neatly
trowled. ﬁ5 GENERAL ARRANGEMENT
SRR A | [N
Oversize hole to be i
completely backfilled  ||[ A For dimensions of Post
with concrete. - "A” & "B” see Table. Slope neatly
— trowled.
B 2 No 100 X 100 X 6 gussets
f——y welded to both pipes with

3 min fillet weld.

15 min

!/ 250 X 250 concrete

Shape post
and weld to
408mm pipe

STANDARD POST HOLE

ZQO
min

POST, HOLE DIMENSION TABLE EOO?:Q ol
epth — min

Posts A B Lenght — 1200

Intermediate 600 [2509

Corner, end or strainer 750 2509

Gate 1000 |3009

—900 long.
Rock

/

600 600

STANDARD POST HOLE

POST FOOTING
WHEN ROCK
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IS NEAR SURFACE

BARBED SELVEDGE DETAIL

Chain wire shall be tightened and
securely fastened to posts at not
more than 400 and tension wires at
not more than 500 intervals with 2.5¢
galvanised tie wire or approved clips.

NOTES

Where specified a 300 wide X 50 thick concrete strip shall
be laid after erection of the posts along line of fence for
maintenance purposes.

All pipe diametres are nominal bore.

All fence fittings shall be approved standard.
fittings. Refer AS 1725-2003.

Brace — 108 galvanised MS rod and turnbuckle or
4 No cabled 4¢ wires.

Electrical insulation details for fences in the vicinity of
electricity transmission lines and towers.

PROJECT:

MOYNE SHIRE COUNCIL
STANDARD DETAILS

DWG NO :

MSC-036

TITLE :

FENCE - CHAIN WIRE MESH

PROJECT No.:

REV: B



AutoCAD SHX Text
Intermediate

AutoCAD SHX Text
Corner, end or strainer

AutoCAD SHX Text
POST, HOLE DIMENSION TABLE

AutoCAD SHX Text
Posts

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
Gate

AutoCAD SHX Text
600

AutoCAD SHX Text
750

AutoCAD SHX Text
1000

AutoCAD SHX Text
250%%C

AutoCAD SHX Text
250%%C

AutoCAD SHX Text
300%%C

AutoCAD SHX Text
15

AutoCAD SHX Text
Oversize hole to be

AutoCAD SHX Text
completely backfilled

AutoCAD SHX Text
with concrete.

AutoCAD SHX Text
Slope neatly

AutoCAD SHX Text
trowled.

AutoCAD SHX Text
50

AutoCAD SHX Text
B

AutoCAD SHX Text
STANDARD POST HOLE

AutoCAD SHX Text
A

AutoCAD SHX Text
For dimensions of

AutoCAD SHX Text
"A" & "B" see Table.

AutoCAD SHX Text
600

AutoCAD SHX Text
1300

AutoCAD SHX Text
Stay

AutoCAD SHX Text
40%%C G.W.I. pipe

AutoCAD SHX Text
on gate &

AutoCAD SHX Text
end posts.

AutoCAD SHX Text
Standard

AutoCAD SHX Text
post holes.

AutoCAD SHX Text
Refer detail

AutoCAD SHX Text
below.

AutoCAD SHX Text
Brace

AutoCAD SHX Text
Corner or end posts

AutoCAD SHX Text
50%%C G.W.I. pipe

AutoCAD SHX Text
gate posts

AutoCAD SHX Text
80%%C G.W.I. pipe

AutoCAD SHX Text
Intermediate post

AutoCAD SHX Text
40%%C G.W.I. pipe

AutoCAD SHX Text
Strut

AutoCAD SHX Text
40%%C G.W.I. pipe

AutoCAD SHX Text
fixed with

AutoCAD SHX Text
split tees.

AutoCAD SHX Text
Barbed selvedge

AutoCAD SHX Text
top and bottom.

AutoCAD SHX Text
Refer detail.

AutoCAD SHX Text
Brace

AutoCAD SHX Text
Tension wire - 2 strands

AutoCAD SHX Text
of 3.15%%Cmm galv wires.

AutoCAD SHX Text
or 4.00%%Cmm single strand.

AutoCAD SHX Text
helical wire.

AutoCAD SHX Text
Strainer post - 50%%Cmm G.W.I.

AutoCAD SHX Text
pipe shall be braced in two

AutoCAD SHX Text
directions at not more than

AutoCAD SHX Text
120m intervals on straights.

AutoCAD SHX Text
Barbed wires - 3No

AutoCAD SHX Text
1.6%%cmm galvanised

AutoCAD SHX Text
twisted wires.

AutoCAD SHX Text
Turn buckle.

AutoCAD SHX Text
50 max

AutoCAD SHX Text
15 min 

AutoCAD SHX Text
50-3.15%%Cmm - 1800

AutoCAD SHX Text
wide chain mesh

AutoCAD SHX Text
or approved alternative.

AutoCAD SHX Text
3330 max

AutoCAD SHX Text
Single Strainer Assembly

AutoCAD SHX Text
GENERAL ARRANGEMENT

AutoCAD SHX Text
3300 max

AutoCAD SHX Text
3300 max

AutoCAD SHX Text
Double Strainer Assembly

AutoCAD SHX Text
BARBED SELVEDGE DETAIL

AutoCAD SHX Text
Chain wire shall be tightened and

AutoCAD SHX Text
securely fastened to posts at not

AutoCAD SHX Text
more than 400 and tension wires at

AutoCAD SHX Text
not more than 500 intervals with 2.5%%C

AutoCAD SHX Text
galvanised tie wire or approved clips.

AutoCAD SHX Text
POST FOOTING

AutoCAD SHX Text
WHEN ROCK IS NEAR SURFACE

AutoCAD SHX Text
15

AutoCAD SHX Text
600

AutoCAD SHX Text
STANDARD POST HOLE

AutoCAD SHX Text
Post

AutoCAD SHX Text
250 X 250 concrete

AutoCAD SHX Text
Shape post

AutoCAD SHX Text
and weld to

AutoCAD SHX Text
40%%Cmm pipe

AutoCAD SHX Text
-900 long.

AutoCAD SHX Text
600

AutoCAD SHX Text
min

AutoCAD SHX Text
200

AutoCAD SHX Text
2 No 100 X 100 X 6 gussets

AutoCAD SHX Text
welded to both pipes with

AutoCAD SHX Text
3 min fillet weld.

AutoCAD SHX Text
Rock

AutoCAD SHX Text
50min

AutoCAD SHX Text
Footing

AutoCAD SHX Text
Depth - 200 min

AutoCAD SHX Text
Lenght - 1200

AutoCAD SHX Text
NOTES

AutoCAD SHX Text
Where specified a 300 wide X 50 thick concrete strip shall

AutoCAD SHX Text
be laid after erection of the posts along line of fence for

AutoCAD SHX Text
maintenance purposes.

AutoCAD SHX Text
All pipe diametres are nominal bore.

AutoCAD SHX Text
All fence fittings shall be approved standard.

AutoCAD SHX Text
fittings. Refer AS 1725-2003.

AutoCAD SHX Text
Brace -  10%%C galvanised MS rod and turnbuckle or

AutoCAD SHX Text
4 No cabled 4%%C wires.

AutoCAD SHX Text
Electrical insulation details for fences in the vicinity of

AutoCAD SHX Text
electricity transmission lines and towers.

AutoCAD SHX Text
Slope neatly

AutoCAD SHX Text
trowled.

AutoCAD SHX Text
1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
3.

AutoCAD SHX Text
4.

AutoCAD SHX Text
5.

AutoCAD SHX Text
OPTIONAL  HEIGHTS 1800 2100 2400

AutoCAD SHX Text
600

AutoCAD SHX Text
1300

AutoCAD SHX Text
Stay

AutoCAD SHX Text
40%%C G.W.I. pipe

AutoCAD SHX Text
on gate &

AutoCAD SHX Text
end posts.

AutoCAD SHX Text
STRAIGHT GATE POST $ 

AutoCAD SHX Text
CRANKED GATE POST $ 


	Sheets and Views
	MSC-036


